








MATERIAL SAFETY DATA SHEET
Sikaflex® 221

| 7. Handling And Storage - Continued

| Work/Hygienic Practices
Wash thoroughly with soap and water after handling. |

8. Ex e Controls/P | Protection - —|
Engin n: ntrols

Use of a system of local and/or general exhaust is recommended to keep employee below applicable exposure

limits. Refer to the current edition of “Industrial Ventilation: A Manual of Recommended Practice" published by

the American Conference of Governmental Industrial Hygienists for information on the design, installation, use,

and maintenance of exhaust systems.

Eye/Face Protection
Safety glasses with side shields or goggles.

Skin Protection
Chemical-resistant gloves, Lab coat or other work clothing. Launder before reuse.

Respiratory Protection
A respirator protection program that meets 29 CFR 1910.134 requirement must be followed whenever workplace
conditions warrant a respirator's use. In areas where the Permissible Exposure Limits are exceeded, use a

properly fitted NIOSH-approved respirator.

Other/General Protection
Wash thoroughly after handling.

Ingredient(s) - Exposure Limits
POLYISOCYANATE PREPOLYMER
[ ACGIH TLV: NOT ESTABLISHED
OSHA PEL: NOT ESTABLISHED
IARC: NO
NTP: NO
XYLENE (MIXED ISOMERS)
ACGIH TLV-STEL 150 ppm
ACGIH TLV-TWA 100 ppm
OSHA PEL-TWA 100 ppm ‘

9. Physical And Chemical Properties

Appearance
Paste (solid)

| Odor
Aromatic Odor

Chemical Type: Mixture

' Physical State: Solid

| Melting Point: N/AV °F
| Boiling Point: NJAV °F
I‘a‘peciﬁc Gravity: 1.27

Percent VOCs: 3.8

Packing Density: 10.6 pounds/gallon

| Vapor Pressure: N/AV

Vapor Density: > AIR |
Solubility: N/AV |
Evaporation Rate: Slower than ether I
VOC Content: 48.3 grams / liter |
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10. Stability And Reactivity |
Stability: Stable o ]
Hazardous Polymerization: Will not occur |

Conditions To Avoid (Stability)

Open Flame, Heat

Incompatible Materials
Water, Alcohols and Amines

| Hazardous Decomposition Products

CO, CO2, NOx, Smoke, Fumes
11, Toxicological lnforri-nation
No Data Available...

Pz. Ecological Information
| No Data Available...

1.3. Bisposal Considerations < ) -
Dispose in accordance with applicable federal, state and local government regulations. Waste generators must
determine whether a discarded material is classified as a hazardous waste. USEPA guidelines for the classification
determination are listed in 40 CFR Parts 261.3. Additionally, waste generators must consult state and local hazardous
waste regulations to ensure complete and accurate classification.

[ 14. Transport Information :

iPro er Shipping Name
Not regulated by the USDOT.

15. Regulatory Information - -

U.S. Regulatory Information |
All ingredients of this product are listed or are excluded from listing under the U.S. Toxic Substances Control Act
(TSCA) Chemical Substance Inventory.

SARA Hazard Classes
Acute Health Hazard
Chronic Health Hazard

SA e lll - Section 313 Supplier Notification |
This product contains the following toxic chemicals that are subject to the reporting requirements of section 313 of
the Emergency Planning and Community Right-To-Know Act (EPCRA) of 1986 and of 40 CFR 372 |

XYLENE (MIXED ISOMERS) (1330-20-7) <4 % |
This information must be included on all MSDSs that are copied and distributed for this material.

In ient(s) - U.S. Regulatory Information
XYLENE (MIXED ISOMERS)
SARA Title Il - Section 313 Form "R"/TRI Reportable Chemical
SARA - Acute Health Hazard
| SARA - Chronic Health Hazard
SARA - Fire Hazard
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15. Regulatory Information - Continued

Ingredient(s) - State Regulations
XYLENE (MIXED ISOMERS)

New Jersey - Workplace Hazard
New Jersey - Environmental Hazard
New Jersey - Special Hazard
Pennsylvania - Workplace Hazard
Pennsylvania - Environmental Hazard
Massachusetts - Hazardous Substance
New York City - Hazardous Substance

| 16. Other Information

HMIS Ratin
Health: *2
Fire: 1
Reactivity: 0
PPE: C

| Revision/Preparer Information

MSDS Preparer: EHS Department

MSDS Preparer Phone Number: 201 933 - 8800

This MSDS Supercedes A Previous MSDS Dated: 05/24/2004

imer

| The data in this Material Safety Data Sheet reiates only to the specific material herein and does not refate to use

| in combination with any other material or in any process. The information set forth herein is based on technical
data that Sika believes to be reliable as of the date hereof. Since conditions of use are cutside our control, we
make ne warranties, express or implied and assume no liability in connection with any use of this information.

| Nothing herein is to be taken as a license to operate under or a recommendation to infringe any patents.

SIKA CORPORATION

L = .
Primed Lising WEDE Gansraaar™ 2000
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